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BTL3030 Tracker Installation 
 

Your Tracker arrives ready to install, with the latest firmware and software pre-loaded and an activated 
data plan. The unit has been tested at our lab and is guaranteed track once installed into your vehicle. 

 
The BTL3030 can be installed in seconds and has many advantages: 

 
 

• Easily transferable to different vehicles 
• Minimal power draw 
• Back up battery 
• Vehicle diagnostics including engine data, fuel use, speedometer, odometer, and more 
• Accelerometer provides driving behavior, towing warnings, impact data and more 

 
The BTL3030 plugs into your vehicle’s OBD II port, an easily accessible socket located under the 
dashboard. Mechanics use the OBD II connector to plug diagnostic equipment into your car. The 
BTL3030 works in a large variety of commercial and private vehicles. 
 

 
 

 
Look under the dashboard below the steering wheel, above the accelerator and brake pedals: 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

OBD II port 
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The connector may be covered by a small flap, but will usually be visible without requiring any 
disassembly. The OBD II port will look like this: 

 
 

 
 
 

Some non-North American makes such as Toyota, Honda, BMW, etc., have a slightly different variation 
of the standard OBD II plug and/or have the plug hidden in a non-standard location. If you cannot find 
the OBD II port, consult your user manual or local dealership to help locate it. 

 
Plug in the BTL3030 

 
Once the OBD II port is located, plug the BTL3030 into the port: 
 

 
Consider using a narrow-width cable tie around the OBD II port and the tracker to prevent it from 
becoming dislodged; a serialized cable tie may deter tampering and indicate if the tie has been 
removed and later replaced. Be sure to replace dash panels, screws and other parts removed during 
installation. 
 
IMPORTANT! When your vehicle is serviced, the mechanic may remove the tracker from the OBD II port 
to perform diagnostics. Always check that the tracker has been re-plugged before leaving! 
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Discrete Installation Using A Cable Extender (available from Btracking) 

 
If you wish to install the unit discretely, use an OBD Extender Cable (several styles and lengths are 
available from Btracking). Plug the male connector on the Extender Cable into the OBD II port, and plug 
the tracker into the female connector on the Extender Cable, as shown below. 
 

 
Plug male connector into OBD port   Plug female connector into tracker 

 
 
Secure the tracker under/behind the dash using electrician’s tape or a cable tie. 
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 LED Patterns 

When the ignition is turned on, the small LED lights on the unit will blink. Once the lights stay lit without 
blinking, the unit should be reporting on the mapping platform. During the initial installation, it may take 
the tracker up to 15 minutes to initialize and appear on the mapping platform. 
 
 
The BTL3030 has two variants as it pertains to LEDs. One version lacks LEDs completely as it is intended 
for a more covert installation. The other has three LEDs: red for Ignition State, orange for Comm state, 
and green for GPS state. The red LED turns on momentarily at power up or wakeup, and on only when 
Ignition is on. The other two LEDs behave as follows: 

 

 
The BTL3030 is equipped with two Status LEDs, one for GPS and one for COMM (wireless network 
status). The LEDs use the following blink patterns to indicate service: 
 
 
Orange LED (Communication) Status 
Condition Orange LED  
Modem Off Off 
Communication On - Searching Slow Blinking 
Network Available Fast Blinking 
Registered but no Inbound Acknowledgement Alternates from Solid to Fast Blink every 1 sec 
Registered and Received Inbound Acknowledgement Solid 

  
 
Green LED (GPS) Status 
Condition Green LED  

GPS Off Off 
GPS On Slow Blinking 
GPS Time Sync Fast Blinking 
GPS Fix Solid 

 
 
 

View on Your Mapping Platform 
 

Once the unit has been powered on for 5 to 15 minutes, it will send a “power-up” message to the 
mapping platform. To view the location of the vehicle/machine/equipment on your mapping 
platform, contact support@btracking.com or call 1.866.233.0953 and provide your account name, 
group name, machine or equipment identifier, and the ESN or IMEI number printed on the label of 
the tracker. 
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